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ABSTRACT 

A fuel cell mount apparatus includes: a fuel cell 
system (22) including a power generation unit (40) for 
generating electric power by use of a fuel and air, a 
hydrogen occlusion cylinder (42) for supplying the fuel 
to the power generation unit (40) , an air supply means 
(43) for supplying air to the power generation unit (40) , 
and a control unit (41) for controlling the power 
generating operation of the power generation unit (4 0) ; 
and a dog type robot (21) mounted with the fuel cell 
system (22) and operated by electric power outputted from 
the fuel cell, wherein a part of component elements of 
the fuel cell system (22) and a part of component 
elements of the dog type robot (21) are used in common 
with each other, i.e., one of the component elements 
functions also as the other of the component elements, 
whereby a component element can be made to function as 
both a part of an electronic apparatus and a part of the 
fuel cell, the wastefulness of component elements can be 
removed, and the fuel cell can be efficiently mounted on 
various electronic apparatuses. 
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(57) Abstract: An electronic device and a 
fuel cell have some components in common 
to eliminate a waste of components, and it 
is arranged that a fuel cell can be efficiently 
installed in each type of electronic device. The 
invention relates to a fuel cell mounted device 
comprising a fuel cell system (22) composed 
of a power generation cell (40) for generating 
power by using fuel and air, a hydrogen 
occlusion bomb (42) for supplying fuel to the 
power generation cell (40), an air supply means 
(43) for supplying air to the power generation 
cell (40), and a controller (41) for controlling 
the power generating operation of the power 
generation cell (40), and a dog type robot 
(21) having the fuel cell system (22) mounted 
thereon and actuated by electric power from 
the fuel cell. Some components of the fuel 
cell system (22) and some components of the 
dog type robot (21) are used in common; thus, 
components of one serve as those of the other. 
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